
Visit Chameleon’s website:

Gateway Business
Safely and securely transmits

Automated Meter Reading (AMR)
data with unparalleled capabilities

Chameleon Technology has been a pioneer within
the energy sector since 2010, with over 12 million

devices manufactured and delivered.

An ideal retrofit solution for AMR meters, the Gateway Business
can help keep older meters connected even as technology

evolves and 2G/3G signals are phased out.

EXCELLENT COMPATIBILITY

Works with a wide variety of AMR
meter types, to safely and securely

transmit data.

BEST IN CLASS RANGE

Will work in sites where other
devices fail due to custom

amplified antenna.

FLEXIBLE SIGNAL

Simple set up, with up to 99% UK
4G coverage that connects up to 4

different networks.

For more information contact info@chameleontechnology.co.uk

POWERED BY METER

No external power supply
required, the device is powered by

the meter.

ENVIRONMENTAL SENSORS

In-built temperature and
humidity sensors for additional

data points.

SINGLE DEVICE, 
MULTIPLE METERS

One device can connect to multiple
meter types. Can be quickly and
easily installed next to the meter.

Scan the QR code to go to our website



Gateway Business – Product Specifications

Notes:
   Firmware update expected Q4 2025
   20V absolute max voltage, beyond this may damage the device
   Expect spread for product range within 0°C-50°C & 20-80%RH range
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Support for RS232 Metersets (AMR)
Input power 5-20V

Reverse polarity
Over current

IoT Connectivity Zigbee 3.0,
Wi-Fi (802.11b/g/n)

Cellular radio LTE - CAT1 Bands - B1/B3/B7/B8/B20
GSM Bands - 900/1800
High performance integral antenna

Cellular type 4G and 2G support
Roaming enabled - can choose level of network connectivity (3 networks or 4).

External RJ12

Input voltage 5V-20V DC (Barrel or RJ12)

Input power >2.5W required for cellular

Input protection

LEDs Front-facing user interface includes 3 LEDs to indicate power, Zigbee device connection,
internet connection

Humidity reporting

Reporting to 0.1°

CT clamp support Supported via Zigbee 3.0

RJ cable options AMR (RJ12, RJ45, DB25)

Manufacturing options for installation Either wall mount or freestanding

Storage temperature -20°C to +70°C

Standard operating temperatures

Operating humidity 0 – 90% (Non-condensing)

*1

*2

*3Temperature reporting Absolute accuracy ±1°C

Reporting to 1%RH
Absolute accuracy ±10%

0 – 50°C


