
Visit Chameleon’s website:

Gateway Connect
A plug-and-play solution for home

environment data, with an ultra-reliable
cloud connection

Chameleon Technology has been a pioneer within
the energy sector since 2010, with over 12 million

devices manufactured and delivered.

Chameleon's most versatile Gateway product gives businesses and
households unparalleled home energy and environment data, with an

industry-leading antenna design for enhanced connectivity.

For more information contact info@chameleontechnology.co.uk

DATA DELIVERY

Choice of Chameleon APIs to
enrich and add value to

consumer data.

BESPOKE OPTIONS

Options for hardware, packaging
and UX customisations for client

branding.

Scan the QR code to go to our website

EXCELLENT COMPATIBILITY

Compatible with all UK SMETS2
meters, backwards compatible with

most SMETS1.

BEST IN CLASS DATA

Gather electricity, gas, humidity
and temperature data with
market-leading hardware.

FLEXIBLE FOR ALL NEEDS

Easy to set up and install, a simple
plug-and-play device for all

consumers. No engineers required.

ENHANCED CONNECTIVITY

Custom-designed antenna and
built-in 4G, with up to 99% UK

coverage that connects to 4
different networks.



Gateway Connect – Product Specifications

Notes:
   Coming soon
   20V absolute max voltage beyond this may damage the device
   Expect spread for product range within 0°C-50°C & 20-80%RH range
   PSU standard 0 - 40ºC
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IoT Connectivity Zigbee SE, Zigbee 3.0

DC barrel Support for external power 5-20V

Input voltage 5V-20V DC (Barrel)

Input power >2.5W required for cellular

Input protection

LEDs Front-facing user interface includes 3 LEDs to indicate power, Zigbee device connection,
internet connection

Humidity reporting

Reporting to 0.1°

CT clamp support Supported via Zigbee 3.0

Manufacturing options for installation TBC

Storage temperature -20°C to +70°C

Standard operating temperatures 0-50°C

Operating humidity 0-90% (Non-condensing)
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*3Temperature reporting Absolute accuracy ±1°C

Reporting to 1%RH
±10%RH, at 25°C, at 50%RH
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Cellular radio LTE - CAT1 Bands - B1/B3/B7/B8/B20
GSM Bands - 900/1800
High performance integral antenna

Cellular type 4G and 2G support
Roaming auto-enabled, can choose level of network connectivity (3 networks or 4).

*3


