CHAMELEON’

TECHNOLOGY

Gateway Home

Turn live home energy and environmental
data into valuable insights with our next

generation of home energy hardware

Chameleon Technology has been a pioneer within
the energy sector since 2010, with over 12 million
devices manufactured and delivered.

The Gateway Home is designed to take households beyond simply 'smart' energy. Consumers can see their
energy and environmental data anywhere, at any time, via smartphone or web. This helps users to adapt
their behaviours to ultimately save both energy and money.

Chameleon's Gateway Home is our most cost-effective Gateway solution, capturing energy, temperature
and humidity data with ease.
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EXCELLENT COMPATIBILITY BEST IN CLASS DATA SIMPLE SET-UP
Compatible with all UK SMETS2 Gather electricity, gas, humidity Quick and easy to install for
meters, backwards compatible with and temperature data with consumers, with no need to call

most SMETS1. market-leading hardware. out an engineer.
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VERSATILE CONNECTIONS VALUABLE DATA BESPOKE OPTIONS
Brands can view multiple homes Choice of Chameleon APIs to Hardware, packaging and UX
on adaptable dashboards for easy enrich and add value to customisations available for
monitoring. consumer data. customer branding.

Scan the QR code to go to our website

For more information contact info@chameleontechnology.co.uk




Gateway Home - Product Specifications

-
loT Connectivity Zigbee 3.0,
Zigbee SE,
Wi-Fi (802.11b/g/n)
Input voltage 5V via USB-C
Input power 2.5W Max

Input protection

Reverse Polarity
Over current

LEDs

Front-facing user interface includes 3 LEDs to indicate
power, Zigbee device connection, internet connection

Temperature reporting

Absolute accuracy +1°C
Reporting to 0.1°C

Humidity reporting

Absolute accuracy +10% >
Reporting to 1%

CT clamp support

Supported via Zigbee 3.0™

Product install

Either wall mount or freestanding

Storage temperature

20°C to +70°C

Operating temperature

0°C to 50°C*

Operating humidity

0 -90% (Non condensing)

Product size

88mm x 72mm x 15mm

Notes:
™ Coming soon

2 Expect spread for product range within 0°C-50°C & 20-80%RH range

 Optionally supplied PSU 0-40°C
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